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ORDER CODE 
Transducers

SPECIFICATIONS - MK
MECHANICAL
Ranges:                0-1000 to 0-30,000psi
Max Error:            0.5% of Full Scale
Repeatability:       +/-0.2%
Overload Capab:  2x Full Scale
Mount Torque:      150in-500 in-lbs

ELECTRICAL
Measuring Sensor:   350ohm Wheatstone Bridge
Output:                      nominal 3mV/V
Internal Shunt Cal:    +/-0.2%
Zero Balance:       +/-0.5% of Full Scale
Excitation:            7-12VDC (recommend 10VDC)

TEMPERATURE
Max Diaph. Temp:     750OF(400OC)
Zero Shift of Diaph.: 15psi/100OF
Zero Shift of Elect.:   1%/100OF
Max Housing Temp:   250OF(120OC)

GT72
GT76 MPI
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GT72 / GT76 - Replacements

D6 - 6pin Dynisco D8 - 8pin Dynisco

ORDER CODE :Cables

GENTRAN MPI Pressure Stem Connect T/C

GT72/6-5K MK72/6-5K 5,000psi 6” 6S (Gentran) No

GT72/6-10K MK72/6-10K 10,000psi 6” 6S (Gentran) No

GT72/6J-5K MK72/6J-5K 5,000psi 6” 6S (Gentran) J

GT72/6J-10K MK72/6J-10K 10,000psi 6” 6S (Gentran) J

GT72/12-5K MK72/12-5K 5,000psi 12” 6S (Gentran) No

GT72/12-10K MK72/12-10K 10,000psi 12” 6S (Gentran) No

GT72/12J-5K MK72/12J-5K 5,000psi 12” 6S (Gentran) J

GT72/12J-10K MK72/12J-10K 10,000psi 12” 6S (Gentran) J

GT72 (6pin Gentran) - Rigid Stem GT76 (6pin Gentran) - Rigid Stem

GENTRAN - MPI - Cross Reference (****ask factory for other part numbers***)

GENTRAN MPI Pressure Stem Connect T/C

GT76/6-5K MK76/6-5K 5,000psi 6” 6S (Gentran) No

GT76/6-10K MK76/6-10K 10,000psi 6” 6S (Gentran) No

GT76/6J-5K MK76/6J-5K 5,000psi 6” 6S (Gentran) J

GT76/6J-10K MK76/6J-10K 10,000psi 6” 6S (Gentran) J

GT76/12-5K MK76/12-5K 5,000psi 12” 6S (Gentran) No

GT76/12-10K MK76/12-10K 10,000psi 12” 6S (Gentran) No

GT76/12J-5K MK76/12J-5K 5,000psi 12” 6S (Gentran) J

GT76/12J-10K MK76/12J-10K 10,000psi 12” 6S (Gentran) J

GENTRAN MPI Pressure Stem Connect T/C

GT76/6/D6-5K MK76/6/D6-5K 5,000psi 6” D6 (Dynisco) No

GT76/6/D6-10K MK76/6/D6-10K 10,000psi 6” D6 (Dynisco) No

GT76/6J/D6-5K MK76/6J/D6-5K 5,000psi 6” D6 (Dynisco) J

GT76/6J/D6-10K MK76/6J/D6-10K 10,000psi 6” D6 (Dynisco) J

GT76/12/D6-5K MK76/12/D6-5K 5,000psi 12” D6 (Dynisco) No

GT76/12/D6-10K MK76/12/D6-10K 10,000psi 12” D6 (Dynisco) No

GT76/12J/D6-5K MK76/12J/D6-5K 5,000psi 12” D6 (Dynisco) J

GT76/12J/D6-10K MK76/12J/D6-10K 10,000psi 12” D6 (Dynisco) J

GT76 (D6) - Rigid Stem
GENTRAN MPI Pressure Stem Connect T/C

GT76/6/D6/Z1-5K MK76/6/D6/Z1-5K 5,000psi 6” D6 (Dynisco) No

GT76/6/D6/Z1-10K MK76/6/D6/Z1-10K 10,000psi 6” D6 (Dynisco) No

GT76/6J/D6/Z1-5K MK76/6J/D6/Z1-5K 5,000psi 6” D6 (Dynisco) J

GT76/6J/D6/Z1-10K MK76/6J/D6/Z1-10K 10,000psi 6” D6 (Dynisco) J

GT76/12/D6/Z1-5K MK76/12/D6/Z1-5K 5,000psi 12” D6 (Dynisco) No

GT76/12/D6/Z1-10K MK76/12/D6/Z1-10K 10,000psi 12” D6 (Dynisco) No

GT76/12J/D6/Z1-5K MK76/12J/D6/Z1-5K 5,000psi 12” D6 (Dynisco) J

GT76/12J/D6/Z1-10K MK76/12J/D6/Z1-10K 10,000psi 12” D6 (Dynisco) J

GT76 (D6/Z1) - Rigid Stem + 18”Flex
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